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Neodymium Woofers – 12W12P-Nd and 15W12P-Nd

Excellent low to midrange response that's optimal for small to medium sound reinforcement systems;

Ideal for use in two-way sound reinforcement systems for auditoriums, houses of worship, and night clubs.

A good, safer  choice when the lower weight of the speakers are important considerations for portability or rigging issues

Powerful Rare Earth high temperature “Neo” magnets in our proprietary Cast Flux Return (CFR)structures were optimized through our special metallurgy processing and Finite Element Analysis to produce higher magnetic fields from dramatically lower weight materials when compared to both conventional ceramic & Neo magnet woofers;

The CFR structure contains the magnetic flux (video shielded), wicks away the heat through multiple venting of the rear  heat sink fins and weighs less so there is no need for an aluminum cast frame allowing us to use a cost effective epoxy coated steel frame;

Copper wire coils on high temperature Kapton formers for greater power handling and reliability;

Specially treated, long fiber paper cones that are strong and light weight for increased efficiency;

Proprietary surround featuring a combination half roll with an integrated accordion design produces an  incredibility flat  midrange frequency response;

Rubber infused cloth suspensions for increased durability and longer lifespan;

High temperature structural adhesives for stronger component  bonds

Model




12W12P-Nd



15W12P-Nd

Nominal Diameter



12”




15”

Impedance




8




8

RMS (W)




200




200

Musical Program (W)



400




400

SPL 1W @ 1 m (dB)



97




99

Frequency Response. @


60 – 4,500



55 – 4,500

-10 dB (Hz)

Resonance, Fs (Hz)



48.4




38.5  

 Total Q at Resonance, Qts  


0.49




0.67

Compliance, Vas cu. ft. (l)


3.01 (85.4)



7.84 (222)

Voice Coil Diameter in (mm)


2.4” (60)



2.4” (60)

Magnet weight oz(g)



6.35 (180)



6.35 (180)

Net weight Lbs. (g)



4.63  (2,100)



5.30 (2400)

Frame





Stamped steel with speckled Gray epoxy finish

http://www.seleniumloudspeakers.com
